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Installation check list

Dlgltal Informatlon Ltd- Epson Models x700 and x900 1
1 Installation check list
1.1 Epson Models x700 and x900
Action
1 Build up the printer stand, setup the ElectronicBox See t he Rrepoaieax700%900 HW
and the wiring. Installation Guide
2 Align the top and bottom printer: See the manual &I0HMNT
- horizontal alignment Il nstall atdhapter9Gi de o,
- alignment left / right
- parallel alignment
3 Install the Epson Printer Driver and the Epson Available on the Epson CD or
Status Monitor software Www.epson.com
4 Install the Epson LFP Remote Panel software Available on the Epson CD or
WWw.epson.com
5 Check if the latest Firmware on the Epson Printer is | Latest version see www.epson.com
installed. Use the Epson Remote Panel software to
verify
7 Set the IP address for both printers. These two IP See the manual &990HANTr
addresses needs to be set in the DI-Pilot program. Installaton Gui de 0.
6 Set the Paper Source on the printer FRONT to On the Printer panel press the button y
fROLL NO CUTo In the lower left corner on display panel a
paper roll without scissor appears
8 Set the Paper Source on the printer BACK to On the Printer panel press the button y
fROLL NO CUTo In the lower left corner on display panel a
paper roll without scissor appears
9 Set on boot h HFPppercskew gheckd t| On the Printer control panel go to:
to OFF i Printer Setup
T Paper Skew Check
1 Setto OFF
Installation Manual i Configuration Preproofer Software 1-1
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Installation check list

1 Epson Models x700 and x900 Dlgltal Informatlon Ltd.
Action
10 |Set on boot h E pRapensizpCheckhd | On the Printer control panel go to:
to ON i Printer Setup
T Paper Size Check
T Setto ON
11 Set on booth Epson printers the fRoll Paper Margind | On the Printer control panel go to:
to DEFAULT i Printer Setup
T Roll Paper Margin
I Setto DEFAULT
12 |Set on boot h EpAumNozder i nt| Onthe Printer control panel go to:
Checko  OF& i Printer Setup
T Auto Nozzle Check
i Setto OFF
13 | Set on both printers the correct paper values for See the manual &XPOHADT
flCustom Paper10 . When | oadieabegt I nstallation Guideo C
it ALWAYS as the Default paper.
14 | Install the DI-Plot and DI-Pilot. Available on the DI Preproofer Product CD or
Best performance is reached by installing the two at www.digiinfo.com
software packages to different hard disk drives.
Path setup recommendation:
On Hard Disk 1 (large disk) On Hard Disk 2 (small and fast SSD drive)
- Install DI T Plot - Install DI T Pilot
- Printed Jobs - Print Files generated by DI-Plot
(= DI-Pilot Finished Jobs) (= DI-Pilot Input Jobs)
- Log Folder DI-Pilot - Camera Images
- Windows Print Spooler
15 Install the X-Port Device Installer (Ethernet adapter | Run the installer from the Menu STARTA
of the ElectronicBox) Programs A Digital Information A DI-Pilot
A Installers A Installer X-Port Ethernet
Device
16 | Install and configure the Port Redirector (COM port | Run the installer from the Menu STARTA
to IP Address redirector). Programs A Digital Information A DI-Pilot
Set the COM port in the DI-Pilot A Installers A Install X-Port Redirector v4.x
1-2 Installation Manual i Configuration Preproofer Software
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Installation check list

Dlgltal Informatlon Ltd‘ Epson Models x700 and x900 1
Action

17 | Verifyandsetupt h €UTd Par asgetihther s|See t he manual &IPOHApT
Electronic Box. InstallatonGui dedo, chapter
Note:

There are two version of ElectronicBox. The initial
one, Hardware Release 1, which was delivered until
October 2011 needs a different setup as the
ElectronicBox, Hardware Release 2, shipped after
November 2011.

18 | Verify the soldered wires going from the Electronic See the manual &I0HMNT
Box to the control panel on the Front and Back I nstallation Guideo,
printer.

19 | Install the uEye Camera driver and connect the two | Run the installer from the Menu STARTA
Cameras with an USB cable to the computer Programs A Digital Information A DI-Pilot

A Installers A Installer uEye

20 [Set the Camer akEyéCameravi t h | Runthe program from the Menu STARTA
Managerd6 program t o Cam To p|Programs A IDSA uEye A uEye Camera
Bottom =2 Manager

21 | Setthe camera shutter between 8 and 16. Set the See the manual HAuEye
focus to close-up.

Open the DI-Camera program and select the
camera parameters for Front and Back.

Note:

There is no need to set any individual camera
parameters as the brightness and contrast is auto
adjusting.

22 |loada430 or 230 paper r ol lfSeethemanuali Paper Load Pr
| mportant: Check careful]X00. pdfo, available in

in folder APDF Manual

23 | Verify the motor traction values. Depending on the Go to chapter 4.3 (HW Revision 2) or chapter
ElectronicBox HW Revision (1 or 2), set the values | 4.4 (HW Revision 1).
accordingly.

Then run the motor value setup See the manual &0 HD r
I nstallation Guideo,

23 | Convert with DI-Plot a test job Available on the DI Preproofer Product CD or
at http://www.digiinfo.com/support/manuals
fBFILES_IMPOSED_8UP_F-B_TIFF-LZW0

Installation Manual i Configuration Preproofer Software
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Installation check list

1 Epson Models x700 and x900 Dlgltal Informatlon Ltdo
Action
24 | Run several jobs before starting to adjust X / Y
registration
1-4
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Digital Information Ltd.

Installation check list
Epson Models x700 and x900 1

25

Backup the registration.

- Backup the x-axis (print head movement
direction).

X - Correction is done in the Page Setup in

DI-Plot. Change only the back side
parameters

In DI-Plot, open the PageSetup in Menu:
Epson Setup A Setup Files
A Parameter Back Page AOff s

- PLOT Preproofer Epson Setup  Co x|

Preproofer Epson Setup Files

Setup Numeric D[22

Path Setup Files: IE SPROGRAM FILESSDIVDI-PLOTY_PREPROOFERXEIOSETUPSY

Selup File Name [W/ORK_AND_TUMBLE. P

PRINTER / PAPER
Printer  103em/43" | PaperWidth [rm]  [1085.100
Hurber of Copiss [ Minimum Height [nm] | 1.000

Mazimum Height [mm] | 2000.000

POSITIONING

FrontPage  [Double Pages | Back Page

i F Page Adust i
Orientation
MEMORY
0.000 Iﬂsetx[mm] 0.000 I Mas. Memory Allocation for Rotation [32.1024 MB] 255‘
50,000 Qffset ¥ [rm]

| oo
1000000 Sealing X %] [100.0000
100.0000 Soaling ' [%] [100.0000

L

Cancel | oK

26

- Backup the y-axis (paper feed direction).

Y - Correction is done in the DI-Pilot

INnDI-Pi | ot changeméoas de

Change the value ADi s
print tool 0.
—iolx|

Analpze
Refiesh

ation Cameras | Traction| About |

Print Jobs | Queue inshed Jobs | Settings | Comr

CAMERA TOP

Image Diiestoy [ C-\PROGRAM FILES\DROIPILOT_ CAME ATy

Image Nare [Camera_TOP_0.bmp Select

CAMERA BOTTOM

Image Ditectoy | C:\PROGRAM FILES\ORDFPILOT_ CAMERAZ:

mageNeme  [Camers BOTTON Db Select _ovecons |

Paper Resevoir Handing Distances

LoadPaper [T200 mmReservo Min[460 Ma [720 | mm Frst Dthers

Forteacing whie space for back page adjustment [50 || Heichtof white gaps between pages [300 [400 %01 mm
el

Distance bettom car

lopitiod 3300 x01mm I

Halt positions while doing LoadPaper [1200 [1200 mm

=

it

During production (software is printing), the
parameter is accessed by selecting the button
APar amet er

Pint Jobs Queus Fils | Fiished Job | Settings | Communication | Cameras | Traction | Abcut |

QueueTop  [EPSON FRONT saws|  Mesee]  moe Refiesh

Arslyze

ki

Fie Name [Set.. [ Date [copp[@.[0 [ Status
Save Corfig
‘ >
- T
Queve Botiam [EPSTN BACK Status Message [ BOTTOM Print Ot
File Name [Get. [ Daie [Copy[0.[1D [ Status Cancel Al
_Adiet_HUTO0 T3 Paused
Inspest
Load Paper
‘ >
121 it |

27

Verify and adjust a possible horizontal skew

See chapter 3.2.4
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o o . Installation
Dlgltal Informatlon Ltdo Install the software DI-Plot 2

2 Installation
2.1 Install the software DI-Plot

Use the installer from the CD to install the DI-Plot Digital Information
software on the system. Make sure, you have : ' ' -
connected the ElectronicBox (BlackBox) through
an Ethernet connection for the direct 5
communication with the lower printer. I

Install Products 1

The software uses a hardware key from Sentinel. _
Install the driver which is located in the DI-Plot = Ip—
program directory inthe folderdi __ Dongl eDr i

The detailed software installation procedure is [ exie |
described i n -Rlheet meadhmie®.o ,f

Find the manual on the CD. e .

Digital Information

2.2 Install the software DI-P i lot Output Manger

Use the installer from the CD to install the DI-P i lot Digital Information
Output Manager software on the system. - : ' [~

INSTALL SOFTWARH 1

———————
VIEW DOCUMENTS |

Installation Manual i Configuration Preproofer Software 2-1



Installation o o .
2 Install the software for the Electronic Box Dlgltal Informatlon Ltdo

2.3 Install the software for the Electronic Box

The Electronic Control Box controls the both
printers. It connects through Ethernet to the PC.
Install the listed programs below:

1) X-Port Device Installer (IP address setup)
2) Redirector, COM to Ethernet (COM port setup)

CUT — Printer BOTTOM
PAUSE — Printer TOP

|
sorToM

MOVE — paper Printer

PAPER — DOWN

PAUSE — Pprintec BOTTOM

Power

2.3.1 Install the X-Port Device Configurator
The i nsParFrtebDefKce Conf i g [ caigita\Ir.f-rmanunLtd O CIEEEl &1 ownload Microsoft JNET Framenork 1,1

Utlity  » Gl Install MS .NET Framework 1.1 English

installed during the DI-Pilot installation. The installer o) B
can be run by opening the Menu:

START, Programs, Digital Information, DI-Pilot,
Installer. Sel ect t he XPottDeyvicei |l nst a1
Configuratoro

Install X-Port Redirector

2-2 Installation Manual i Configuration Preproofer Software

Preproofer DI7498-21 EN



Preproofer DI7498-21 EN

Digital Information Ltd. - oy 2

Configure the Electronic Control Box

The installer will guide through the installation Ll et —
process. Welcome to the Lantronix Devicelnstaller Setup (L
Wizard .ﬂ"f’_ ™
s
The installer will guide you thiough the steps required to install Lantronix Devicelnstaller on wour
camputer.

WARMIMG: This computer program is protected by copyright law and international treaties.
Unauthorized duplication or distribution of this program, or any portion of it, may result in severe civil
or criminal penalties, and will be prozecuted ta the maximurm extent possible under the law.

Cancel < Back | Mewt > I

2.3.2 Install the X-Port Redirector

- . - ] Sonvead Moot AT Framevor .
The insPartebDefiKce Redire @ Lantronix I utiity  » & Install MS .NET Framework 1.1English

B Ciriot

during the DI-Pilot installation. The installer can be ¢
run by opening the Menu:

ﬂ Install ¥-Port Device Configurator

& Install X-Port Redirector

START, Programs, Digital Information, DI-Pilot,
I nstaller and sel-Patt the
Redirector v4.x0

The installer will guide through the installation
process.

&0 Lantronix Redirector - InstallShield Wizard x|

Welcome to the InstallShield Wizard
for Lantronix Redirector

The InstallShield Wizard (TM}) will help install Lantronix
Redirector on your computer. To continue, dlick Mext.

= Back MNext > Cancel

2.4  Configure the Electronic Control Box

2.4.1 Setthe IP address

During the soft war ®ortiDavicd a
Configurator 6 a shortcut to the
the start menu. Run the program by opening:

START, Programs, Lantronix, Devicelnstaller and

sel ect tDewce lastaleray i

Devicelnstaller +| B Devicelnstaller
¥

Redirector 3 I?] Devicelnstaller Help
B @ Release. txt

Installation Manual i Configuration Preproofer Software 2-3
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2 Configure the Electronic Control Box Dlgltal Informatlon Ltdo

The program opens like shown in the right '2'Es e
screenshot. Select the device in the list (1) and ~ e

Sesrch  Assign P Upgrade

press the button Assign IP (2).

Type [ Name [ Growp [ 1P Address [ Herdware Address |
2)(!’(11—33 1 15200212 00-20-4A-8D-4B-D5

XPot

4 | sl i

(@ Tre devices marked in red sitner do not hiava their [P address assigned ortherr [P address s on 3 dffersnt subnet

Select the second option list (1). T =

Assignment Method

Would you like to specify the IP address or should the unit getits
settings from a server out on the network?

) Obtain an IF address automatically

' Assign a specific IP address 1

TCP 1P Tutorial

< Bark I Next > I Cancel

Set the IP address and the subnet mask (1) and = — x
press the button Next (2). '

Please fill in the IPaddress, subnet, and gateway to assignthe device.
The subnet will befilled in automatically as youtype, but please verify
it for accuracy. Incorrect values in any of the below fields can make it
impossible foryour device to communicate, and can cause network
disruption.

1P address: IIQZ. 168.17.12
Subnet mask: IZES.ZSE‘ZSS‘U 1
Defaukt gateway ID'D'D‘D

Configuration information is not available forthis device. Thesubnet
mask and default gateway will not be able to be set. After the IP
Address has been set successfully, then return to this Assign IP
Address wizard to setthe subnet mask and default gateway.

<sack [iexis ] Cancel

2-4 Installation Manual i Configuration Preproofer Software
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Digital Information Ltd. oy 2

Configure the Electronic Control Box

Press the button Assign (1). LTS =

Assignment

Click the Assign buttonto completethe IP address assignment.

Assign |

1

< Back. Finish | Cancel I

After the successful IP assignment, you will get a L p— =
. N ssignmen
message screen like:

Click the Assign button to completethe IP address assignment.

Progress of task:

Completed successfully.

Finish

The Device Installer control panel will look like = : -

Fie Edit View Device Tools Help

shown on the right, the new IP address is displayed S e

Search AssignIP Upgrade

] §8 Lantronix Devices - 1 devicels)
gl LAN-Verbindung (192.168.17.
89 XPort

Hrdware Addiess

192.168.17.12 00-20-4A-8D-4B-D5

<l || K1 ]
@ Ready

N

Installation Manual i Configuration Preproofer Software 2-5



2 Installation
Configure the Electronic Control Box

Digital Information Ltd.

To verify the proper setup, use the PING utility from
the control paper.

In the Device Installer, go the menu Tools and open
the entry Ping or use directly the F4 key.

Enter here the IP address and press the button
Ping.

The Electronic Control Box replies like shown on the
right.

24.2

The DI-Pilot software will send commands to a COM
port. The COM Port Redirector software directs the

command to the IP address of the Electronic Control
Box.

Run the redirect program by opening:
START, Programs, Lantronix, Redirector and select
the entry

AiConfigurationo

x
IP Address:
I'ISE.'IEE.‘IT.‘IZ | Fing I Clear Status |
Status:
Reply from 152.168.17.12:0: bytes=60 time=0ms TTL=64 ;I

Reply from 152.168.17.12:0: bytes=60 time=0ms TTL=64
Reply from 152.168.17.12:0: bytes=60 time=0ms TTL=64

Configure the COM port Redirector

<& XPS-Viewer

, Autostart

) Digital Information Ltd

) EPSON

, EPSON LFP Remote Panel 2

, EpsonMet

) IDS

J Intel(R) Management and Security
) Lantronix

CPR. Manaager
&S| cPR Manitor
Eﬁ Release. twt

| Devicelnstaller 4.3

1 Zuriick

I Programme/Dateien durchsuchen

e | 2| O @)

2-6
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Digital Information Ltd.

Installation 2
Configure the Electronic Control Box

The program opens like shown in the right.

Sel ect t ISearctbfor Devioeso(1iito display
the Electronic Box in the device list area (2).

The greyed Com ports are used from the Windows
OS and are no selectable.

Choose a free port, for example Com 6, and press
the OK button to continue.

Com port added.

o 0 =laix
e ComPot Dee Tor heb
BacdReore e FRebmh 3 Sewch i Devces
. e | Com s e | e
T Cem 13 PCon T racemssbi)
® L r e—
g 1 Con 3 fnaccessble)

L —
- pres
[P Adduss | #Foa | TCF Porl | Produst 1D | HIN Adiess T Netwerk iiadace I Hame. Harn
@mwwm 1 1000 KPondaine M OLEAACADATS  1SLIGEIE

() PR Manager 4300 =lol x|
T bt Do T e
BAdRerre e 3 Rebeh ) Seach o Devns | o
. e @ Com s e | e |
S WG — = = T e |G e |
Saomi e e o o oy Comn o
e $EIF . CCen [ Gen CCe o [ Con o
B F FCenas [ Coms [ Consd [ Commz [ Comid [ Comizz

[t oot oo oot [ od [ ot [ ot
I Coms [ Com2s [ ComdS [ CombS [ ComdS [ Comi0S [~ Comizs
I Comé [ Com2€ [ Comdf [ Coms€ [ Com36 [ Comd0§ [ Coml
I Com? [ Comdl [ Comd? [ Comb? [ Coml? [ Comd? ™ Comiz?
M Comd [ Com28 [ Comdf [ Comd [ Com38 [ Comdd [ Comi28
M Comd [ Com2® [ Comdd [ CombS [ ComB® [ Com® I Comiz®
M ComW [ Com¥ [ ComS0 [ Comi® [ ComS0 [ Comlil [ Comi30
M Comtt [ Comdt [ ComS! [ Gem?t [ Com® [ Comttt [T Comidt
PR S S o s B R B et
o [ omil O o [ ot [ oty [ ol
I Com [ ComM [ ComSé [ ComM [ ComM [ ComiM [ Comim
M Comi [ Comd5 [ ComSS [~ ComiS [ Comd5 [ Comits [ ComidS
I Com [ Comde [ ComS [ Com®® [ Com3 [ Comt [ Com®
M Comi? [ Comd? [ ComS?7 [~ Comi? [ Comd7 [ Comii? [ Comid]
I Com®® [ Comdf [ ComS# [ Com?8 [ Com3® [ Com® I Com®
- M Comid [ Comd® [ Comd [~ Com?® [ Com [~ Comitd [ Comidd
M Com20 [ Com®) [ Coméd [ Comd0 [ ComM0 [ Comt2® [ Comad
= = ] - ciom

ox Cancal Check (Farge) | [ = 0 [ 3
Seect/d | Selecttne | | _uochect panget | [ 2] m [

|
i
g
i
i

Shswewim 1 o e

rern
e cmPt Do Ter weo
G adtRene hdsee S sebeh 2 semch FrDevs e

cambers e | Com P |
= 7 A o Ports (41 Figdws | TCPor |ComBime | MewohSms (217 | S | Sehes | Wos | GO | ToRes |
S0, Com 1-6 P Com 1 (raccasabe)
w PCon 2 raccessb)
] 19Con 3 e
v @ on o)
1 Com & Hew)
| 1 2
Dot colsm (3
P Ao & e | 70 Por | Prodt CEETT™ T iazs | O Hama. Pe arm
w1 on  xeds W DAACADAT  1EiERI6t
oot (==
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2 Installation
Configure the Electronic Control Box

Digital Information Ltd.

Do like:

1) Pressii Sear c h f oThe HeetwoniccBexs 0
appears with its IP address in the device list area

).
2)

3) From the Com Ports windows, select the new
added COM port.

4) Now drag and drop the devicetothei Ho st 0
as shown in the screenshot.

5) Press the Save button (1) to store the setup.

Fle ComPort Oevice Tooks Help
@ dddfome ffSme ) Refesh ) Search For Devces () Exchde

ComPurts tide @ Sengs |
=0 Al Com Ports ()| ComEHen)
55 Com1-6 r
Window's Port Name:
2+ || Window's Devics Name: ComSaus:  Closed
3 " | Windeus Service Name:  Disconnecied
Com 6 (New)
d Reset to Defaults Carcel Edits.
P Bullr ites ( Keep checked for beter wnte pestormance) | |[7 "= Connction Timecut (in seconds)
T Server Rocommect W7 Timoout Fecoseect [ =] Reconnect Livit (0 = forever)
T HoNetClose
I Listen Meske x TCP Font | dTefieel | ‘
I TCPKeepdiive 7200000 = KeeoAlive Time (msec)  [1000 =] Kesolive Iterval (maec) ‘

I'R(czzw DTA(In): [T D710 DCD. D5A awaye sceve =
(TruPort)

_ [WARRINGT ¥ the Hosl i o the other side of a ouser or & remcte
| Service | IIEEIH i “a_ T AT

h_a.qm._.-u'_ur.-c._.u_‘.hi
lﬁu—mmmmmmmm e
—n-humhquhwl e e e o P

3 hﬂlﬂﬂ-lﬂ-nﬂl-m—l-iﬂ.d_lh
= | |remaved by presaing this buston.
} — Remove B Por._| The Firswalls emsd N
4l ] & Y
I Colapee {3
[ #Poms [1D__THW Addmes Natwede Davice Nama Ie
swsziswswu 1 wm 1 )G 0ACADATS 152,168 16,1
al | 3l
| [Modiied | |
[Qonneeserasoo ol
Fe ComPot Dewe Tk Wb
T AdRemove Lien B Rekeh D SewchFor Devers @ Exdude
ComParts wwte @ | Settnoe | Com 6 Tesms |
=1 Al Com |
=<2 Con| [
3 | dow’s Putama: Lok PR Por (COM)
1] | andow's Device Name.  Dewce/CprDevices Com Status
8 tame: Corbrne Netwerk Satia_ Daccevectes
Com &
Reset 1o Detautts. Cancel Ed8
i i
17 Buflr s { Knwp chacked o batar wite partormaece) | [7 "] Comection Timeout in ssconds)
T Serve Reconmect
I~ Mot Csse
7
| Liston bose:
|~ 7om Keeplive
I RFC217  OTA fin)
(TroPorg
0 [T [ [WARNING! ¥ the Fost is on the other side of a router or a remale.
P 16100 oo then UDP parts 30718, 41282 and 43283 may need to be
= 10 the frowall's exchssson st You may expenence trouble
Bl # thess UDP,
| [0, 30me legacy device servers reapond on UDP port 43283 ¥ you.
i e te oot o3 dovice server e cause i the.
(< ia blocking thes  the "Add R Poat
— h—lhﬂh—lhhﬁ-‘ ‘the bution. reads.
| [removed by pressing this button
] Fesove Ffert | The Firewallia aned ON
o 12 —
Devce Ust. Cotagee (3
= ot | T0P Per | Prodet 0 AW A Tk rimdocn Govor Name For s
S 1 00 Xendioe B DNACADSE TR 1GIE1
Laf |
[stings have bwen sved I :

2-8 Installation Manual i Configuration Preproofer Software

Preproofer DI7498-21 EN



Preproofer DI7498-21 EN

Digital Information Ltd.

Installation
Install uEye Camera Software

Change to the COM x Test tab (1). Press the
Open/Close button to verify the connection.

The network status to the Electronic Box is shown
here (2).

Start the DI-Pilot and go to the tab Communication.

Press the button
to get access to the COM port settings.

Change the COM port settings (1) and press save.
Restart the software.

2.5 Install uEye Camera Software

Run the i u E ynstdller by going to:
START, Programs, Digital Information, DI-Pilot,
Installer

Select the
through the installation.

entry Al nsta@oal |

fiBreak S

alalx)
i Dbt
bl N, . m
=5 Al Com o 01 E= =
55 Gom1-6
¥ T =
® et Fal. Cormacind o 192168 16 100 10301
¥ coms
=]
[r— — =T
o 15 0 AT omR
W F L
e o
et [0 e | oreu |
Resor 7 _Frsta | TR |
il 12
Devee st cotopne (3
¥ R #Fots | T ol | Poded 0 R Tk rizen Teves Vo Fo e
Shwwemw 1 w0 xenows 05 MNACADITS 12164161
i I &
[Fiwhn of o Pert i G e Corrsind 1 192, 88,3, 0 10003 [apeniiose Test s Rumning [ P
il
PrintJob | Queus Fiies | Finished Jobs | Setings Commurication | Cameras | Traction| Apaut | e |
Refresh
COMMUNICATION
PRINTERS Cornm. Per [
Test Seriel Commurication | ||
IP Piinte: Top [192168 2199 Status Fom
IP Pinter Botom 1521602200 S ave Coni
a
Breck SNMP-Commuricalion 1
Dokle click here wil erase test, = Cancel &l
Irspeot
Load Paper
Print
| qut |
+, DI-Pilot - PreProofer =101 x|
" PintJobs | Gueve Files | Finished dobs | Setings  Commurication | Camerss | Traction | Abeut | |
Riefiesh
COMMUNICATION
PRINTERS Comm. Port [
Test Setial Communication |
IF Pinter Top 1 527198 Status Form
IP Pinter Botiom [192.168.2.200 Save Config
Stat SHMP-Communication
Double click here wil crase fexl. = Cancel 4l
Inspect
Lozd Paper
Frint
| ot |
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2 Installation
Hardware Camera Setup

Digital Information Ltd.

2.6 Hardware Camera Setup

Set the focus on the lens to Close-Up. Set the

shutter to a value between 8 and 16.

Set with the AuEye Camer a
| Dds, see UEheecCamer Setup Guidd i

ENG. pdf o.

Managero the camer a

2.7 Access the DI-Camera Program

O

DI-Camera starts up with DI-Pilot. Start first the DI-
Pilot to get access through the program icon from

the program tray area (1).

2.8 Configuration DI-Camera

DI-Camera

Camera TOP

Selected camera

i @ Select
Camera Parameter

ID Programme*D10I-Pilot'D-Camera ParametertCam Top ini @ Select
Output path

|D:\ngmmme\DI\DI-PiIot\_CAMERm @ Select
Camera BOTTOM

Selected camera

I21 Select
Camera Parameter

ID:\ngmmme\DI\DI-PlIot\DI-Camem\Pammater\Camboﬂom.lnl Select
Qutput path
|D:\ngmmme\DI\DIrPiIot\,C.AMEHAZ Select
Seftings Status

Timer [msec] I-mﬂ |

Autostart 2 @

Start minimized r (@L ol

About Save Settings | Minimize Stop. Start

27. 11 2010

Quit
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o o . Installation
Dlgltal Informatlon Ltd‘ Start the Programs DI-Plot and DI-P i lot 2
Parameter name Function
Selected Camera Choose 1 for the Top, 2 for the Bottom Camera
Camera Parameter Select the camera setup files from the folder
fi Program Files (x86)\DI\DI-Pilot\DI-Camera\parametero
TOP camera cameratop.ini
BOTTOM camera camerabottom.ini
Output Path Set the output path for the bmp images with the OCR code
Output TOP camera  C:\Program Files (x86)\DI\DI-Pilot\_ CAMERA1
Output BOTTOM camera C:\Program Files (x86)\DI\DI-Pilot\_ CAMERA2
Auto start Activate
Start minimized Activate
2.9  Start the Programs DI-Plot and DI-P i lot
Start the DI-Plot and the DI-P i lot Output Manager
Software from the desktop.
L L
Edn El
DI-Rilot  DI-Plot
Installation Manual i Configuration Preproofer Software 2-11







Preproofer DI7498-21 EN

Software Configuration

Dlgltal Informatlon Ltd- Set the Input and the Output Format in the Software 3

3 Software Configuration

3.1 Set the Input and the Output Format in the Software

Open the menu Parameters -> Parameter
conversion File | Parameters Management Delmposition Inkzones Page Setups  Info

1 Parameters Conversion
Parameters HotFolder
Time Interval Hotfolder

(1) Choose the input format which fits your workflow. o e —|'
The input path is the directory location where the Fomet  [TFFOHTR = =l| Fomxk [Fremosier Epeon =
TIFF files are exported from the Prepress Workflow SO e W N
Server Minor [ Megative [ Modus [tandard Mode =l
: 2 o Clpping 7| | Resolutian Xlﬁ Ylﬁdpi Colors m
BChoose as output for mat 7
Select an output directory for the calculated jobs. 4
The output path will be the input path for the DI-P i N/ o
lot Output Manager software. sasafir = G
Unknown Spat Color Handling Message -
Source File Treatment IJnhhsl Refresh Interval B0 sec
OK
Parameter name Function
(1) |Input format and input path Setup the input bitmap format and directory from your workflow.
(2) |Flip/Negative Depending on the workflow setup you may have to set the check
boxes AFIlipd (= mirroring) or
(3) |Output format and output path The output format is APreproof

directory where the generated files will be stored and further
processed by the output manager DI-P i lot application.

(4) |Front/Back enable Enable the Epson Preproofer synchronisation by selecting
AiFront/ Back Enabled checkbox.

(5) |Border Lines Prints a border line around the job according to the bitmap
dimensions
(6) |Add Out Select an additional output like CIP3, Inkzone or JDF data. The

output file will be calculated after the creating the Preproofer data.

(7) |Resolution Bitmap calculation resolution. Note: this is not the printing
resolution. The printing resolution is set in the menu PageSetup.

Installation Manual i Configuration Preproofer Software 3-1



Software Configuration

3 Preproofer Settings

Digital Information Ltd.

3.2  Preproofer Settings

Go to the menu Epson Setup (1). Configure the
Epson Preproofer system here.

3.2.1 Menu Settings

For the code strip, select the Wide checkbox (1).

When the software is used in the full automated
Hot f ol der mode, a "N Name

Note
Each prepress workflow use its own way to handle
the file naming for front and back side jobs.

1 STaET
Flle Parameters Management Delmposition psunSEtUpIPagESetups Info
_——
- PLOT Epson Setup =131]

' Setings | General Conection  Selup Files | Printer Setup | ChiM |

Path Setup Files [CAPROGRAM FILES [<8E[\DADI-PLOT',_PREPROOFERXE00SETUPSY

Open Save

Setup Humeriz 1D | 0

Setup File Name IS\NELEFAGES Fx5

POSITIONING

Front Page  |Double Pages »

i F Page Adjust i
Orientation

PRINTER / FAPER

Printer ~ 109cms43" | Paper Ywidth [mm] 1086.100
Mumber of Enp\asIW_ Additional Height [mm] || 1.000

£20.000

Back Page

Maximum Height [mm]

[

MEMDRY
0.000 Offsst > [mm] 0.000 Max. Memory Allocation For Potation [32..1024 MB] [ 256 ‘
0.000 Difset ¥ o] 000
Setup Mumeric IDs disposable: ﬂ
1000000 Sealing X[ 11000000 o1 02 03 04 05 06 07 08 0
, 101112 13 14 15 16 17 18 18
100 0000 Scaling Y %] 100 000 LRIV RN
WHERMEET BB =
e

Settings | General Canection | Setup Files | Pinter Setup | ChM |

Double Page File Names Setup [_Front' & *_Back’ marked job names | 1

S

Paper Position Code Strip Wide [V

2

Nammow [~

The simplest way to handl

the Afront side file name

side file nameo:

Demo_Ftif

Demo_B.tif —

OR

Demo_FRONT.tif

Demo_BACK: tif

For the code strip, s@Ilect the checkbox #AWi deo
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Software Configuration

Digital Informati()ll Ltdc Preproofer Settings 3

3.2.2 (not supported yet)Menu General Correction fiPaper Feed
Adjustmento

i - [ ruo fpsonsetun Lo

Use a torch or a light table to measure the job S 2
i Settings  General Correction | Setup Files | Printer Setup | M |

length on both sides.

PAPER FEED ADJUSTMENT

Back Page |

Front Page Job Height
This is a basic adjustment to the system. Do the l@ “A“H‘[:""']“'“.‘ llg 2
length correction first before setting up the H
PageSetups. PAPER LOT

‘Width Conrection [Front) [-99 ..+39] 1 x 0.1 mm
If an equal job length (paper feed direction) is not SKEW CORRECTION (BACK)
printed equal on the front and back side printer, then Horizontal [ 10041001 [15 %01 mm/m
adjust this mismatch like: el e

First decide if you adjust the front or back side. Goent | _ x|

1 (1) Enter the current length from this side in the
field AActual 0.

T @In the fdstleddd@ Remtuer t he value you
need to match the other side.

Example

When comparing the front and the back side, the
back side job image is longer by 0,5 mm.

The distance between the crop marks in the paper
feed direction the back side is 640 mm. At the field
fi Btualdenter the value 640 and on the field

fi Bquestedoenter 639,5 mm.

3.2.3 Basic Paper Adjustmentiit Wi dt h o

If the paper roll width differs from one production lot — saons(bmesan o8] =l
) . ettings General Correction | Setup Files | Printer Setup
to the next lot more then 0.5mm in width, use the
~ . PAPER FEED ADJUSTMENT
vV a l ue n P a p er L 0 t (1¢t0 qomeetc t | Front Page Job Height Back Page
the width error . 1000.0 Requested [mm] 1000.0
[1000:0’ Actual [mm] [Toon0"
PAPER LOT
Example ‘Width Conrection [Front) [-99 ..+39] 1 x 0.1 mm 1
After paper roll change, you recognize that the new
paper roll is 1.0mm wider than the previous one. SKEW CORRECTION (BACK)
) . . Horizontal [-100 . +100] [15 x01mm/m
Correct the error by entering a positive correction Vaiical 1:200- 2001 [ o =01 mm/m

value in 1/10 of Millimeter. To correct 1mm, set the
value to 10.

Cancel oK
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Software Configuration

3 Preproofer Settings

Digital Information Ltd.

3.2.4 Basic Paper Adjustment Horizontal SKEW 1 Back Printer

Start always with a horizontal paper skew correction LT =
f 1 5mm Seftings General Colrectlon|5elup Files | Printer Setup | EMM |
of 1, .
PAPER FEED ADJUSTMENT
Set the parameter fHorizontal Skew Correction FrontPage | JdobMeight | Back Page
N [1o000’ Requested [mm] [1o000
B ac @)io 15. [0000 | Actlfmm | [10000

PAPER LOT
‘Width Conrection (Front) [99 ..+99] | 1 % 0.1 mm

There is no need to correct a vertical value (paper
feed direction). If a skew occurs in the Y direction,

print two or three jobs more or then reload the SKEWJLORREETION (EBACK) ‘
paper Horizontal [-100 . +100] [15 x01mm/: 1

Vertical [ -200 .. +200 ] 0 x01mm/ m”

Cancel oK

A positive skew value on the X axis (horizontal)
rotates the page anti clock wise.

Example:

A value of +15 rotates the job as shown in to the
right (1). The adjustment is done by a center
rotation.
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Digital Information Ltd.

Software Configuration

Preproofer Settings 3

3.2.5 Setup Conversion

The page setup template allows positioning the job
on the page. It is possible to setup several page
templates for different need.

Note

A Page Setup for the Preproofer x900 /x700fA L o n g
St r eystend needs a correction on the Front Page L0
of +50mm on the Y axis of 50 mm (1).

Set the loaded paper width (2) here.

i

" Settings | General Corection  Setup Files | Printer Setup | CMM |

Open Save

= Numeric ID [23

Path Setup Files IE SPROGRAM FILES [<8BNDINDI-PLO TS _PREPROOFERXEONSETUPS!

Setup File Name |WDF\K7AN D_TURMN.FXS

POSITIONING

Front Page  |Double Pages = Back Page

ERIBIER.LER.
Printer  103ome43" | Paper width [m]  [1085.100

Page Adiust
i F - i F M Height [mm] | 2000000
MEMORY
Difset i [rm] 0.000 Mas, Memeny Allocation for Fiotation [32.1024 ME] [ 256 |
50,000 Dfset ¥ ] 7000
Setup Numeric IDs disposatle il
100.0000 ling%[2] | [100.0000 T S pp—
. 10111213 14 15 16 17 1313
100 0000 lding¥ ] | [100.0000 IR SR B
‘ 30 31 3233 34 3536 37 3839 LI

o

Parameter name

Function

Offset X [mm]

Moves the bitmap data in the X-axis (horizontal) on the page

Offset Y [mm]

Moves the bitmap data in the Y-axis (vertical) on the page

Orientation ( F)

Turns the page by 90, 180 and 270 degrees or mirror and turn the page for 0, 90
and 270 degrees

Page adjustment (left,
center, right)

Depending on your imposition data, select the page adjustment like left, center or
right. Center position is recommended.

Scaling X [%0]

Scales the bitmap data in X-axis

Scaling Y [%]

Scales the bitmap data in Y-axis

Directory path and file name (3)

Parameter name

Function

Path setup files

Directory where the page setups are stored

Setup file name

Page Setup name

Setup numeric ID

Each PageSetup uses a unigue ID. Choose between 0 to 99

Button Save

Saves the Page Setup

Button Open

Opens a existing Page Setup
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Software Configuration

3 Preproofer Settings

Digital Information Ltd.

Printer/Paper (4)

Parameter name

Function

Minimum height

Additional height

Sets the minimum printed paper height.

For jobs smaller than the minimum height :
Total paper height = (Minimum height) + (printer margin)

For jobs larger than the minimum height :
Total paper height = (Bitmap job height) + (printer margin)

Note: the minimum paper height is internally set to 600mm

Adds a value to the job height.
Total paper height = (Bitmap job height) + (printer margin) + (Additional height)

Paper Width

Select the paper roll width

Max. memory allocation

The amount of RAM which is used for calculate the positioning and the rotating.
Standard is 256MB

Number of copies

Select the number of printed copies

3.2.6 Menu Printer Setup -

Set for the print quality for the manual conversion T =l
Settings | General Correction | Setup Files Pritr Setup | i |
mode here: |
Manual Mode PRINTER SETTINGS Hotfolder Mode ‘
1 Select the printer type in the first list box (1) [Giyius Pro %700 =1|  Piinter Type | [Siius Pra w700 = ‘,1
ﬂ Set the prlnter I’ESO|UtI0n (2) mﬂx 720 ~|| Resolution [dpi] | | 360 x 720 = 2
Uni-dirtect ¥ Bi-direct [~ Print Mode Uni-direct ¥ 3 Bi-direct [~ ‘

9 Choose between unidirectional or bidirectional

mode (3).

Note: currently the Preproofer system only
supports UniDirectional Printing. Do not select

Bi-Directional
T Sel ect the Checkboke@®r ¢
Cancel
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Software Configuration

L L] L]
Dlgltal Informatlon Ltdl Preproofer Settings 3
3.2.7 Color Management Settings
i -
The color management settings for the manual and Y =l
hotfolder mode are set for each printer individually. Mo Hode po—— Moot Hode
Front Side
Select the printer paper profile (1) and the reference [iS0coated FRONT ice deference Prafile | [[Sconted FRONT e
prof”e (2) [Ecoprint Top 360x720 90g Uniicc Paper Profile | [Ecoprint Top 360x720 90g Uni.icc
Back Side
Activate the CMM by activating the check box (3). 15 Bcoated_BACK fcc Reference Profle | [[50c0ated_BACK o
IEcnplinl Bottom 7202720 90g Bi.icc Paper Profile IEnnplinl Bottom 360720 90g Uni.icc

Both Sides

Activate CHM ¥ Hotfolder Mode

3
Cancel oK

Manual Mode ¥
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Setup the DI-P i lot Output Manager

Digital Information Ltd. Tab Asc 4
4 Setup the DI-P i lot Output Manager

41 Tab ASettingsHi

~loix|

. F'rintJUbsI Queue Filesl Finished Jobs  Settings | Cummunicationl Eamerasl Tlactionl About I

Frinter T op IEF'SEIN FROMT

Printer Battarn |EP5|:|N BACK,

Lef Lo

Input J obs ID:\PHDGHAM FILESADINDI-PILOTY_EPSOMN_PRIMT®
Finished Jobs IE:\F’HDGHAM FILES [=B6DINDI-PILOTY_EPSON_DOME®
Log Files IE:\F’HDGHAM FILES [<8615DINDI-PILOTY_LOGFILESY

Capacity Finizhied 9599 Log Frequency ID_

Epzaon Printing System 9x00 + 00

Delete log files alder than F dans.

Delete themn now |

LAMGLAGE

Select Language E nalizh j

finalyze

Refrezh

i

Sawe Config

Duit

Parameter name Function

Printer Front Select the Front Printer

Printer Back Select the Back Printer

Input Jobs

Select as the input directory the location where DI-Plot writes the printer files.

Note Set this directory to the second hard disk (fast SSD disk).

Finished Jobs

Directory where the printed files should be moved after printing

Log Files Directory for the log files

Capacity Finished

Amount of jobs which are kept in the Finished Jobs folder for a later reprint. When
the printed jobs are exceeding, the youngest jobs are kept.

Epson Printing System

Selectherethe 9x00 ( 4 4 0 v er 7>x®0 (02n4) 0

ver sion)
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A Setup the DI-P i lot Output Manager

ACamer asi

Tab

Digital Information Ltd.

4.2

CAMERA TOP

T a bCaerasfi

{yf DI-Pilot - PreProofer

. PrintJnhsI Queue Fi|E-'SI FinishedJnhsI Setting$| Commurication Cameras | Tractionl About I

=101 ]

Analyze

i

Refrezh

Image Directary

|D:\PHDGHAM FILESSDINDI-PILOTY_CAMER&TY

Image Mame

IEamera_TElF'_El.bmp

Select |

CAMERA BOTTOM

Image Directony

ID:'\F'FEDGFEAM FILESSDINDI-FILOTY_CAMERAZN

Image Mame

|camera_BDTTDM_U.t.mp

S elect | Save Eunflgl

Paper Resevoir Handling

LuadPaper|125E| i HesewoirMinIdSD Max [E20  mm

Front leading white space for back page adjustment |50 mm

Distances
First
Height of white gaps between pages IBDD ISDD % 0.1 mm

|4554 % 0.1 mm
|33I:ID %01 mm

Others

Diztance bottom camera to cut tool

[hgtance bottom camera bo prnt tool

Quit

Parameter name

Function

Image Directory

Location where DI-Camera places the bmp images from the OCR strip
Note Set this directory to the second hard disk (fast SSD disk).

Image Name OCR image name
LoadPaper Paper |l ength for ththdélLm@ut Palhelshgthid seijb
automatically by t he Jablsoaddox(L1d58.pfn) Paper

Reservoir Min / Max

Minimum and maximum Length of the Paper Reservoir
(Paper Reservoir = Paper between Camera 1 and Camera 2)
Recommended values are: Min = 450mm, Max = 680mm

Front Leading white
space for back printer a.

Set to 50mm

Height of gaps btw jobs

Set to 300/ 300

Distances Cut Tool Set to 4664
Distances Print Tool Set to 3300
Note:

Adjust this value to register the pages in Y direction (paper feed direction)

4-2
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o o . Setup the DI-P i lot Output Manager
Dlgltal Informatlon Ltd‘ Tabr &d tiiEtedrdnicBox HW Revision 2 i used after Nov 2011 4

4.3 T a bTraAtionii ElectronicBox HW Revision 27 used after Nov
2011

~ibxi

-F'rinl.Jobsl Queue FiIesI Finisheddobsl Settingsl Cnmmunicatinnl Cameras ; | About I Analyze

if

TRACTION Retresh

Motor Step Data for Paper Moves / Times

Paper Moves Slow

Fulse ‘width ~ ON I'I 0 OFF I'I 0

M ator movement per 1000 steps 2000 #0070 mm
M ax. execution time for 1000 steps |25 zEC Statuz Farm

i

Sawe Config
Paper Movesz Fast

Fulse ‘width ~ ON ISD OFF ISD

M ator movement per 1000 steps |2350E| w07 mm
M ax. execution time for 1000 steps 120 zec

Fogt-print zetting time |1_ Pre-cut zettling time |2_ TEC
Post-cut zettling time |5_ LoadPaper: code stip wide v

Trigger Auto-PrintQut [~ after IEU zeconds of rest wio job,

Cuit
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Setup the DI-P i lot Output Manager o o .
4 Tab AT rietedronzBof HW Revision 2 i used after Nov 2011 D lgltal Informatlon Ltd'

Parameter name

Function

Puls Width Slow On-Off

Setto 10/ 10

Motor movement Slow

Ford4 6 Epson 9x00 p(Resormmeendatore!y t o 2000
For 240 Epson 7 xx®x{Remmendaton!) set t o

Note
See the PDF ma n u Bréprodfer x700-x900 HW Installation Guided , c hap
iSet distance Parameter for Slow (Pre

Max exec. time Slow

For 440 Epson 9200 printer set to
For 240 Epstersettoxx00 pr i

Puls Width Fast On-Off

Setto 50 /50

Motor movement Fast

For 440 Epson 923600 printer set to
For Epsbro7x00 printer set to XXxxx

Max exec. time Fast

For 4406 Epson 9x00 printer set to 120
For24 6 Epson 7x00 printer set to XXX

Post-print setting time | Set to 2

Post-cut setting time Setto 10

Pre-cut setting time Setto 2

Load Paper Broader R. |Activated

Trigger Auto-PrintOut Activate to automatically output all

inactivity (no new jobs arrived for print out)
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Setup the DI-P i lot Output Manager o o .
4 Tab AT rietedtronzBof HW Revision 17 till October 2011 D lgltal Informatlon Ltd‘

4.4 Tab Téactionii ElectronicBox HW Revision 11 till October 2011

R=E
.Printansl Clueue Filesl Fini&hedJobsI Setting&l Enmmunicatinnl Cameras 1raction |Atu:ut I ﬂl
TITLE Refresh
Motor Step Data for Paper Moves f Times Mizcellaneous

Paper Moves Slow

Puse'widh ON [5 OFF [3

Halt at cut- and start-print postion u
totaor movement per 1000 steps ISED # 0.1 mm

tax. execution time for 1000 steps IE IEC Save Config |

Paper Moves Fast

Pulze Yidth  OM IED OFF IED

Halt wahen "LoadFaper haz finizhed u

totor rovement per 1000 steps |1'IIZIDIZI # 0.1 mm
td &, execution time for 1000 steps 120 zec

Post-print ettling time |1_ Pre-cut zettling time |2_ ZEC

Pogt-cut zettling time |5 LoadPaper: code stip wide W

Trigger &uto-Print0ut [ after IED zeconds of rest wio job.

Duit
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Digital Information Ltd.

Setup the DI-P i lot Output Manager

4

Tab AT riaEtedtron@Bok HW Revision 17 till October 2011
Parameter name Function
Puls Width Slow On-Off |Setto 8/8
Motor movement Slow |For 440 Epson 9x00 printer set to 850
For 240 Epson 7x00 printer set to 143
Note
See t he P DPreproafer x780-x900 HW Installation Guideo , c hap
A8t distance Parameter for Slow (Prec
Max exec. time Slow For 440 Epson 9x00 printer set to 27
For 240 Epson 7x00 printer set to 20
Puls Width Fast On-Off |Setto 50 /50
Motor movementFast |For 440 Epsonet®%l000 printer s
For 240 Epson 7x00 printer set to 215
Max exec. time Fast For 4406 Epson 9x00 printer set to 120
For 240 Epson 7x00 printer set to 145
Post-print setting time | Set to 2
Post-cut setting time Setto 10
Pre-cut setting time Setto 2
Load Paper Broader R. |Activated
Trigger Auto-PrintOut Activate to automatically output all
inactivity (no new jobs arrived for print out)
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5 e brintgobs Digital Information Litd.

) DI-Pilot

5.1 Manage Print Jobs

5.1.1 Tab Print Jobs
ol x

Analyze

x

Frint Jobs ||]ueue Filesl FinishedansI Settingsl Cammunicatianl Eamelasl Tlactinnl About I

Refresh

il

Job Mame | D:upiesl Du:unel Setupl [ ate | Type | Statusg Relzaze

Huold

=

FIEREEE L[l f

Down

Sawe Config

—

]

=l

Bottom

Copies + 1
Cancel Al
Copies - 1
|nzpect
Duplicate
Load Paper
CopuTaFin

e

Frint
Delete

Duit

All processed jobs by DI-Plot will appear in this tab.
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DI-Pilot

Digital Information Ltd. Manage PrintJobs D
Button Function
Release Change the job status from Hold to Release
Hold Change the job status from Release to Hold.
Up Change the job position in the list
Down Change the job position in the list
Top Change the job to the top position
Bottom Change the job to the lowest position
Copies +1 Increase the number of copies by 1
Copies -1 Decrease the number of copies by 1
Duplicate Duplicates a job
Copy to fin Copies the job to the tab Finished jobs
Delete Deletes the job
Cancel all Deletes all job in the Print Job list
Installation Manual i Configuration Preproofer Software 5-3
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5.1.2 Tab Queue Files

_ioix
Frint Jobs  Queue Files |Finishedans| Settingsl Eommunicationl Eamerasl Tlactionl About | ﬁl
[Aueus Top IEF'SDN FROMT Slatusl Meszage I TOP m
File Hame | Set... | Date | Cnp_l,ll E!..I 1D | Statug
Save Config |
1 | o]
[ueue Bottarm I Statuz I Meszage I BOTTOM
File Marme | set. | Date | Copp| o]0 | Status Cancel Al |
Inzpect
Load FPaper |
Print
‘ | 2] i |

Printer gueues FRONT and BACK printer. Jobs are in status PRINTING or PAUSED.
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Digital Information Ltd. s D

Manage Print Jobs

5.1.3 Tab Finished Jobs

iyf DI-Pilot - PreProofer

= . - . L . Anal
F'nntJabsI [ueue Files  Finished Jobs | Settlngsl Cammunlcatlanl Eamelasl Tlactlnnl About I s

Refresh

Job Mame | Setupl [ ate | Type | Statusg |

Reprint

Delete Job

Sawe Config

Cancel Al

Frint

Pt BB ke

Duit

All processed and printed jobs appear are in the finished job list. Use the fi R e p huttonttodreprint the
selected job. Use the buttonfi Del et e Jobsd t osAdQuliettde ajn dskeridingAli priogramn
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DI-Pilot

5 Status Window for Printers and Cameras

Digital Information Ltd.

5.2 Status Window for Printers and Cameras

vur DI-Pilot - PreProofer

FrintJobs  Bueue Files | Finished Jubs | Settings | Communication | Cameras | Traction | bout |

=101 %]

Analyze

Refrezh

I

Queue Top IEEI?UD_FFEDNT Statu&l Messagel TOP
File M ame | Set.. | Date | CDD}'| G..I In} | Status
l Status Farm
-
4 I I LI Save Config
Paranneter
(ueue Baottam IEEIT-"UD_B.&CK Stabus I Meszage I BOTTOM Q
| | | | I | Prirt Dt |
File M arne Set. | Date Copy | O] 1D Status
#_Adiust_HO100_HOT01 77 Paused Cancal &l |
Inzpect
Load Paper |
Ll 3
' | 2] ait |
Use the butt o toswichore/ ofiite stéus window.
The form shows the status for cameras, printers and =lolx]
paper reservoir Camera TOP Camera BOTTOM
Position |1'I]25_?4 mm Position |2I]4_4? mm

Confirmations |5I]

Black Threshald [170 - | +]

=

Confirmations IB

Black Threshold [170) - | +|

Current paper reservoir -|321.2? mm B ‘

Printer TOP

Status IREﬂdy
Run/Hold |Ready

paper low door open

ink low paper jarm
offline senvice request

maintenance tank almost full

F'ausel

Printer BOTTOM

Status |
Run/Hold |Irre|evant

paper low door open
ink. loow paper jarm
offine service request

maintenance tank almost full

F'ausel
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Digital Information Ltd.

DI-Pilot

Status Window for Printers and Cameras

521
Ared frame indicates a camera problem. The

camera is not able to read a valid image.

Caused by:
- USB cable disconnected
- OCR code is invalid (check DI-Camera)

5.2.2

The printer status such as low ink, low paper etc is
highlighted orange or red.

Status Window i Camera Error

1y DI-Pilot - Status

Camera TOP

Position I mm
Confirmations -

Black Threshald [170 - | +]

=] ]
Camera BOTTOM
Position |2I]4_4? mm

Confirmations IBI]

Black Threshold [170) - | +|

Current paper reservoir -|321.2? mm B

Printer TOP

Status IREﬂdy
Run/Hold |Ready

paper low door open

ink low paper jarm
offline senvice request

maintenance tank almost full

F'ausel

Printer BOTTOM

Status |

Run/Hold |Irre|evant
paper low door open

ink. loow paper jarm
offine service request

maintenance tank almost full

F'ausel

Status Window i Printer Error

1y DI-Pilot - Status

Camera TOP

Position

|1'I]25.?4 mm

Confirmations |5I]

Black Threshald [170 - | +]

=10 =l
Camera BOTTOM
Position |2I]4_4? mm

Confirmations IBI]

Black Threshold [170) - | +|

Current paper reservoir -|321.2? mm B

Printer TOP

Status IREﬂdy
Run/Hold |Ready

paper low door open

ink low paper jarm
offline senvice request

maintenance tank almost full

F'ausel

Printer BOTTOM

Status |

Run/Hold |Irre|evant
paper low door open

ink. loow paper jarm
offine service request

maintenance tank almost full

F'ausel
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DI-Pilot

Status Window for Printers and Cameras

Digital Information Ltd.

Installation Manual i Configuration Preproofer Software

Preproofer DI7498-21 EN






Preproofer DI7498-21 EN

o o N Register Front and Back side
Dlgltal Informatlon Ltd. J Start DI-Plot 6

6 Register Front and Back side

6.1 Start DI-Plot

During registration process, use the software in ol
manual mode. File Parameters Management Delmposition Inkzones Page Setups  Info
Open in DI-Plot the menu File A Conversion (1) G
Hotfolder
Exxit
-PLOT Conversion Harlequin PageBuffer -- = Preproofer 760,960 x|
INPUT PRINTER
ID:\EDS-DIL 3 APS SAMPLESYOLZAHARLEQUINSPAGER [ sl RS j

- PLOT Preproofer X600 Coi =191 x|

SetUps

P1 CHvE,
F1 CMYK1
F1 CMYK1
F1 CME
F1 Chi''k.

P1 CMYK 6
22848 Spomo 1_04'wDE_1830 F1 Chivk
22882 Hastag VK. B5_1336 F1 K
22888 Sikl Adreszetiketten_1384 F112
22899 'wipss CB_5 1855 P1E =
Queue Converted

DF 10 22848 Spomo 1_04 SD5_1878 P1

DB 1022848 Spomo 1_04 'WDFE-2979 P1
DF 10 22848 Sporno 1_04 5D 2 1M1
) oo 104 L ed F1

‘aquin PageBuffer, 60502 » 74E613Fix, B05.0 = 74E.1mm Preproofer YR0/A960; 7146 « 8513Pix, B05.0 % 746, 2mm
2540 dpi, Chivk, 300 dpi, Chiv'k., 100.0000 % 100.0000%
Close
Actual Setllp: 10 WORK AMD TURM. F=S
| 7 5
28 Order. Alpha Azcend | Refresh | Stop | Go | End | BreakSync | Setups |

All workflow jobs are displayed in the job list area (1). Select first the correct page template using the button
i S e t (b).dtavill open the window (6) where a template can be chosen. Now select a job from job list area
(1) by clicking once on it. The selected job moves into the Queue waiting list area (2). To deselect a job from
the Queue waiting list area, click once on it. When the Queue waiting list area is filled with jobs, press the
button (7) to start processing the selected jobs for the Preproofer system.
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Register Front and Back side

6 Start DI-P i lot Output Manager D lgltal Informatlon Ltd'
Parameter name Function
(1) |Joblist area Shows all jobs from the selected input directory. Displays the job
name, page number and the colours. Spot colours will be shown as
numbers. E.g. CMY123 (CMYK job with 3 spot colours)
(2) |Queue list area
All select jobs get into the queue area. Visible parameters
i DF = Front job, front side setting from template is active
i DB = Back job; back side setting from template is active
T 00..99 = Page ID from the selected page template
(3) |Input path Shows the input directory
(4) |Job information Information from the selected job. Shows data type, size in pixel and
millimetre. Resolution and number of colour planes
Control buttons Function
Order alpha/time Job sequence by name or by date/time
descent/ascent
Refresh Reads the input directory
Stop Stops the conversion process
Go Starts the conversion process
End Quits the conversion menu
BreakSync Resets the conversion mode
Setups Opens a window (21) where all available job templates are
displayed. Select the template here
6.2  Start DI-P i lot Output Manager
Start the software and go t Queue Fiedd I!10|||||| iIJ
(1). Activate here the software by selecting the O 1 _Felon_|
b u t tporm(zﬁ File Name [ Ser. [ Date [copp[0.[10 [ Stas
The button changes to green (=output is active). . .
OueveBottom [EFSON BACK  Stetus|  Message|  garToM
Fie Mame [Set. [ Date [Copp[ 0] Siaus Cancel 41
Inspect I
4 | %|
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Register Front and Back side
Adjust Front and Back side

6

6.3

To adjust the register from the front and the back
side proceed like:

Adjust Front and Back side

1.) Select the position in the paper adjustment (1)
Standard is centered for both sides.

2.) Select the correct orientation (1). Click once on
the F, to rotate by 90 degrees.
Set the offset values for X on the front side to O.
The Y value on the front is set to 50. On the back
side, set the X/Y to zero (2).

3.) Print a front/back job

4.) Measure the registration. If necessary, scale the
x and/or y axis for front and back.

- PLOT Preproofer Epson Setup  Co
Freproofer Epsan Setup Files

x|

Path Setup Files |C:\FROGRAM FILESA\DINDI-PLOTY_PREPROOFERRE00SETUFS,

Open | Save

Setup File Name |WDHK_AND_TUMELE FXS

Setup Numeiic D [22

POSITIONING

Double Fages =

w | F Fage Adjust
1 QOrientation

Front Page Back Page

Q.

PRINTER / PAPER

Printer ~ 109cm/43" | Paper width [mm] 1086.100
Murber of Capies |1_ Wirimurn Height [rm] || 1.000
W asimum Height [mm] [ 2000.000

MEMORY

000 Dffset 3 fmm] | 5~ 0.000 M. Memary Allocalion for Fiotation [32..1024 ME] %‘
0000 | OffsetYfmm | [ 0000
1000000 Scaing[%] | [100.0000
[ Scaingv [7] | [100.0000
Cancel 0K

- PLOT Preproofer Epson Setup  Co
Freproofer Epson Setup Files

x|

Path Setup Files |C:\FROGRAM FILESA\DINDI-PLOTY_PREPROOFERRE00SETUFS,

Open | Save

Setup File Name [wORK_AND_TUMBLE.FX5

Setup Numeric ID [22

POSITIONING

Double Pages

Frant Page Back Page

PRINTER / PAPER

Piinter  109em43" | Paperwidth fmm]  [1086.700
dumbet of Copies [T Minimum Height [mm] | [~ 1.000
Masimum Height [mm] | 2000.000

1
FI =AY

MEMORY

0.000 Qffset % [mm] 0.000 Max. Memary Allocation for Rotation [32.1024 MB] | 256 ‘
/B0 Offset [mm] 0.000
100.0000 Scaling ¥ [%] 100.0000
100.0000 Sealing ¥ [%] 100.0000
Cancel OK

Installation Manual i Configuration Preproofer Software
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6 Register Front and Back side
Adjust Front and Back side

Digital Information Ltd.

5.) The job comes out on the back printer. We look
now on the back side like:

'
- - ——— - -—— - - - ———— -——— —— -
'

(1) Print head direction, X axis
(2) Paper feed direction, Y axis
(3) Reference point back side: X and Y =0

6-4
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Digital Information Ltd.

Register Front and Back side
Adjust Front and Back side

6

6.) Put the sheet on a light table or use a flashlight.
Measure the distance between the crop marks
from front and back side

(1) Crop mark back side

2jep

(2) Crop mark front side
(3) Y axis (paper feed direction)
(4) X axis (print head direction)

vH904/e16N

1531198

i

/

7.) The measured difference in this example would be:
delta X =15 mm
deltaY =9 mm

In the x direction, the crop mark from the back side
is too much on the right. To register the job, the
image on the back side has to move to the left (into
the sheet, move away from the paper edge).
Therefore the correction offset value is positive, +15
mm.

In the y direction, the crop mark from the back side
is too high. To register the job, the image on the
back side has to move down (move towards the
paper edge). Therefore the correction offset value is
negative, -9 mm.

+
A
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Register Front and Back side
6 Adjust Front and Back side

Digital Information Ltd.

X-Correction

The new values in the page template look like
shown in the screenshot on the right.

Apply the offset values only on the back side.

If the positioning is not correct, add the measured
difference to the existing value.

Recalculate the job to apply the adjustment.

Y-Correction

The correction in the Y axis (paper feed direction) is
done in the DI-Pilot.

During the print mode, click on the button
Parameters.

val ue
print

In the upcoming window change th e
bet ween camera to

A positive value moves the image into the sheet.
A negative value moves the image to the paper
edge (see the diagram before).

=13

- PLOT Preproofer Epson Setup  Conversi x|

Freproofer Epson Setup Files
Open |  Save

Setup Numeric ID [22

Path Setup Files |C:\FROGRAM FILESA\DINDI-PLOTY_PREPROOFERRE00SETUFS,

Setup File Name [wORK_AND_TUMBLE.FX5

POSITIONING PRINTER / PAPER

FrontPage  [Double Pages +|  BackPage Printer [ 109em43"| Paperwidth mm]  [1086.700
NumnemmnpuesF Minimurn Height [mm] 1.000
Page Adjust i
Mawimum Height [mm] | 2000.000
B F | T £
MEMORY
| nom lDflsetX[mm] 15.000 I ha. tdemary Allocation for Rotation [32..1024 MB] | 256 ‘
[ 50000 Difset ¥ [mm] | nooo
100.0000 Sealing ¥ [%] 100.0000
00,0000 Sealirg Y [%] 100.0000
Cancel | 0K

=lolx|
PritJobs  Gueve Fies | Fiished Jobs | Setings | Commurication | Cameras | Traction | Abect | e |
QueveTop  [EPSON FRONT Status Message ToP [ peen |
Fis Hame [set. [ Date [cop[af0 Tstate -
Save Canlig
“ v
' 12 4t Paramete
Queue Botiom [EPSON BACK Status Messane BOTTOM Ty
File Hame [Set.. [ Date [Copp[a.liD [ Status Cansel &l
W_Adius_HOT00 7 Paused
Inspect
Load Paper
“ »
I 2| wi |

6-6
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Hotfolder Mode

7
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Hotfolder Mode
7 Workflow Job File Names

Digital Information Ltd.

7 Hotfolder Mode
7.1 Workflow Job File Names

Run the software in hotfolder mode to automate it for 100%. Setup the prepress workflow to produce input
files for DI-Plot, which can be recognized as a front or back side based on their job name.

Example:

Job name

Explanation

98120SpeschaBuchF1SD.tif
98120SpeschaBuchF1WD.tif

A Front and back page for the first sheet of the job 98120SpeschaBuch
A Front side is marked as SD, back side as WD

98120SpeschaBuchF2SD.tif |A Front and back page for the second sheet of the job 98120SpeschaBuch
98120SpeschaBuchF2WD.tif |A Front side is marked as SD, back side as WD

98596FarnerF1SD.tif A Front and back page for the first sheet of the job 98596Farner
98596FarnerF1WD.tif A Front side is marked as SD, back side as WD

98596FarnerF2SD..tif A Front and back page for the second sheet of the job 98596Farner
98596FarnerF2WD.tif A Front side is marked as SD, back side as WD

7.2  Work Types

Depending on how the job will be printed on the press type (w/wo perfector) etc., there are different work

types to be

Work Type Explanation

Single sided Printing on one side of the paper only

Sheet work Turning the paper, printing different data on both sides of the paper
Perfector Tumbling the paper, printing different data on both sides of the paper
Work and Turn Turning the paper, printing the same data on both sides of the paper
Work and Tumble Tumbling the paper, printing the same data on both sides of the paper
7-2
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Digital Information Ltd. Hotfolder Mode

Setup Hotfolders

7.3  Setup Hotfolders

To setup DI-Plot for different hotfolder directories,
proceed like:

1.) Set the root directory for the hotfolders

-PLOT Parameters Hotfolder x|

INPUT OuUTPUT

Fomat  |TIFF CMYK =l | Fomat |Preproater Epsan, =l
Path [ExBITMAPS, (1 Path CAOUTPUTMANGERSNPUT-JOBSY
Mirar [ Megative [~ Modus IStE'”':IE"':I hode =l

|ND Clipping 'I Resoluion | 360 ¥ |360 dpi Colars |ﬂll vI

Front/Back Enabled v Border Lines r
Add EIutINDnE TI
3 9 | Unknown Spat Colar Handling IUSE Drefault Color j
Source File Treatment I Scan Source Sub-Directories v
oK
Parameter name Function
() |Input path The input folder will be the root folder for all hotfolders

(2) |Scan Source Sub-Directories |Activate it to enable the program to scan the subfolders

(3) |Source File Treatment Set to ERASE after processing
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7 Setup Hotfolders

Digital Information Ltd.

Example:

Assign to each input hot
hotf ol der 0hthediffigrentavorlestyles like
shown in the screenshot to the right.

[

Datei Bearbeiten Ansicht  Favoriten  Extras 7 ‘ i

quvutkv\_)v & | u_Ovdner| > (¥ X")‘El'
Advesse [ Erlgimaps 1
Ordner
(& peskiop
() Eigene Dateien
B arbeitsplatz
1 34n-Diskette (A:)
e System (C1)
e Datail:)

) suchen

] [ weehsenzu | Mz i
T Gesndert om I
24.12,2004 09:09
24.12,2004 09:09
24.12.2004 0509
24.12.2004 09:09
24.12,2004 09:09

Grifie [ Typ
Datsiordner

Hame ~ |
< | EHotfolder 1
T | Emetforterz
[SHotfolder
) HotFolder4
|EHotfolders

Datelordner
Dateiordner
Datelordner
Dateiordner

=]
) Hotfolder2
(2 Hotfoldera
(£ Hetfalders
) Hotfolders
1) RECYCLER
1) System Yolume Information
123 temp
S winiware auf "Europa30ng” (H:)
52 office auf "Europazon” {1:)
2 Data auf *Spears’ (M:)
2 DatenD3 auf "Shakira” (N:)

2 Datal2 auf "Spears" (55) -
4 3

- PLOT Preproofer Epson Setup _ Conversion x|
Preproofer Epson Setup Flles

Paih Setup Fies [APROGRAMMEDIVY = 0Ty PREFROFERAE0SE TIPS, Open | Save
Setup File Name |HEITFEILDEH 1 Setup Mumeric [D I_Z
—— PRINTER / PAPER
FontPsgs  [UEDEDIERE ~|  BackPags Printer  112cm/44" | Paperwidth [mm]  [7171.500
P Numben of Copies [T Minimum Height [mm] | [500.000
HH| F [~ 2 H 4 Masimur Height ] [ 820.000
Orientati.
MEMORY
3 15000 Dffset  m] 0.000 Max_MemulyAHu:almnfolHutalmnBZ.TUZ'!MB]Iﬁ‘
(A0 Ofiset o) | [ 0000
1000000 Scaing®[%] | [1000000
1000000 Scaing[%] | [100.0000
Cancel | oK

Parameter name Function

)

Setup File Name

Set this name equal the name of the hotfolder.

)

Positioning: Double Pages

Printing different jobs on both sides

)

Positioning: Single Pages

Job will be printed on the front side, back side is empty

)

Positioning: Wo r k

a n d éPrinting same job on both sides

up

(3) |Parameters Set the parameters for your work style. Define the front/back x, y
offset values for registration. Set the scaling factor if necessary.

To follow the example, the Setup Fil atesNhwaudée: f or t he

Hotfolder2.pxs

Hotfolder3.pxs

Hotfolder4.pxs

Hotfolder5.pxs
Z
L
—
o

Note 3
<

The link between the fhotfolder directorydand the fhotfolder conversion parametersois simply the name. =
5]
a

7-4
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Digital Information Litd. ot

Setup Hotfolders

Important

Setthe checkboxi Scan sour ce 9ql.b

The software will then check the created hotfolders.

IMFUT
Open fiSource File Treat me Fomat  [Prinergy =]
AEr a@)eo Path  [E:BITMAPS'

Flip T Megative [T Fesalution Preset 1200 dpi

Scaling ><|1un_nuun v|1uu_nuun %

1

Source File Treatment| i5can Source Sub-Directones W ‘

oK

-PLOT Source File Treatment

Source File Proceeding in Case of

Success——————————————] Errar

" Mone " Mone

{* Erase 2

A Pri i
Open the menu -fi PRARTIiammee t e toe e immatalas
Hot fol der o

Set the fAHotfolder | nter Vv i LI L

A N llﬁﬂ].[ﬂJQQB 00:00:00 Now S
1.1.98 by pressing).the bu ™™ i JJJJJJJJ_IM e

Hotfolder E:ABITHMAPS

x|

Directory scan on list click - only [~ Cancel 0K
System Time |Su |27.08.2006 |22:03:22 Time Lapse JI 1 Minutes, delags youngest job only [V

1 otolder [su”[27.08.2006 [22:02
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Hotfolder Mode
4

Name Schemes for Hotfolder Mode

Digital Information Ltd.

7.4 Name Schemes for Hotfolder Mode

The software needs to know the file names for front
and back side files created by the prepress
workflow.

Select here the workflow name scheme.

Bl

Settings | General Eolrectlonl Setup F\\esl PnnterSelupI Chm |

Double Page File Names Setup ['_Front & *_Back’ marked job names  ~|
Paper Position Code Strip Wide Namow [
Cancel oK
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Hotfolder Mode

Dlgltal Informatlon Ltd‘ Name Schemes for Hotfolder Mode 7
Name scheme examples
Name scheme File examples
Agfa PrintDrive Front side Back side
Jobname_Front_cmyk.ps Jobname_Back_cmyk.ps
Chronologic Jobs get processed according to first come, first serve:
1.) First job goes to FRONT
2.) Second job goes to BACK
3.) First job goes to FRONT
4)é é é .
Creo Prinergy Front side Back side
Separated TIFFs Jobname.1A.C.TIF Jobname.1B.C.TIF
Jobname.1AM.TIF Jobname.1B.M.TIF
Jobname.1A.Y.TIF Jobname.1B.Y.TI
Jobname.1A K. TIF Jobname.1B.K.TIF
OR OR
Jobname.2A.C.TIF Jobname.2B.C.TIF
Jobname.2A.M.TIF Jobname.2B.M.TIF
Jobname.2A.Y.TIF Jobname.2B.Y.TIF
Jobname.2A.K.TIF Jobname.2B.K.TIF
OR OR
Jobname.2C.C.TIF Jobname.2D.C.TIF
Jobname.2C.M.TIF Jobname.2D.M.TIF
Jobname.2C.Y.TIF Jobname.2D.Y.TIF
Jobname.2C.K.TIF Jobname.2D .K.TIF
etc. etc.
Composite TIFFs Front side Back side
Jobname.1A.CMYK.TIF Jobname.1B.CMYK.TIF
OR OR
Jobname.1C.CMYK.TIF Jobname.1D.CMYK.TIF
OR OR
Jobname.2A.CMYK.TIF Jobname.2B.CMYK.TIF
etc. etc.
Note
Connecting the PP system to Prinergy:
i In Prinergy choose composite tiff output and set compression to None
i In DI-Plot choose uncompressed tiff as input format and Creo Prinergy as
Name Scheme
Installation Manual i Configuration Preproofer Software 7-7




Hotfolder Mode
7 Color Separated Input

Digital Information Ltd.

Name scheme

File examples

Heidelberg Delta
Delta file holds 1 page
Delta file holds 1 page

Delta file holds 2 pages
(front & back)

Delta file holds 1 page

Front side
Name_Schoen_1.DeltaExport
Name_Schoen&Wider_1.DeltaExport

Name_Schoen&Wider_1.DeltaExport
(Page 1)

Name_S01.DeltaExport

Back side
Nname_Wider_1.DeltaExport
Name_Schoen&Wider_2.D eltaExport

Name_Schoen&Wider_1.DeltaExport
Page 2)

Name_WO01.DeltaExport

Heidelberg
Metadimension V1.xx

Front side
Jobname_SO01.pdf 01_F.tif
Jobname_01.pdf_01_F.tif

Back side
Jobname_WO01.pdf_01_F.tif
Jobname_01.pdf_02_F.tif

Heidelberg
Metadimension V2xx

Front side
Jobname_F.TIF

Back side
Jobname_B.TIF

Screen Front side Back side
Trueflow Jobname_Front.ps Jobname_Back.ps
Brisque Front side Back side

Jobname_BG1SD S1- W1 FO.ch
Jobname_1SD- S1- Wk FO.ch

Jobname_BG1SD S1- W1 FO.ch
Jobname_1WD S1- WX BO.ch

marked jobs

6F6 & O0_B Front side Back side
marked jobs Jobname_F Jobname_B
6 Front 6 & O|Frontside Back side

Jobname_Front

Jobname_Back

7.5 Color Separated Input

By using separated 1 Bit or 8 Bit TIFF files, the

-PLOT Time Interval Hotfolder x|

Directory scan on list click - only [~ Cancel OK

software does not know how many color separation
a job contains.

Th e @ Tapseeparameter sets the waiting time
between the separation files of a job.

Depending on the performance of the workflow
server, it may take several minutes till the next color
separation comes in.

A slow system needs a high value; a fast system will
work with the value set to 1.

System Time |W|24.m.znns 09:18:56

o 0 T O 1198
[Th [01.01.1998 [14:35:00 Mow

Interval Start
I R Y T

Time Lapse EIZ “inutes, delays youngest job only ¥

1
Hotfol
o |n:;:.:|snd [Ma [24.01.z005 [0s:16

Hotfolder E:ABITMAPS
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